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All photos taken by Ben Neill, 

Water Resource Control Engineer. 

1.  Crew hydroseeding drainage 

ditch.  Photo looking north across 

the tracks.

Photos 1 through 9 were taken 

along West Washington Avenue in 

Escondido.

2.  Storm drain inlet along the 

north side of the tracks is without 

sediment controls such as gravel 

bags.  White trash is near the 

inlet.  The drainage ditch was 

recently hydroseeded.  Photo 

looking west.

3.  Another storm drain inlet along 

the north side of the tracks is 

without sediment controls such as 

gravel bags.  Photo looking west.
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4. Another storm drain inlet along 

the north side of the tracks is 

without sediment controls such as 

gravel bags. Trash in the drainage 

ditch.  Photo looking west.

5. Another storm drain inlet along 

the north side of the tracks is 

without sediment controls such as 

gravel bags.  Trash is in the 

drainage ditch.  Photo looking 

east.

6.  A large area of bare dirt has no 

sediment protections or soil 

stabilization.  Photo is looking 

north.
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7.  Storm drain inlet along the 

south side of  Washington Avenue 

is without adequate storm drain 

inlet protection.  The existing BMP 

has not been maintained.  Photo 

looking south.

8.  Storm drain inlet along the 

south side of Washington Avenue 

has BMPs that have not been 

maintained.  Photo looking south.

9.  Storm drain inlet on the north 

side of the tracks without any 

sediment protections.  Photo is 

looking north.
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10.  Construction site exit has no 

BMPs to prevent sediment 

tracking.  Tracking is observed 

onto the adjacent paved public 

street, North Citracado Parkway.  

Photo looking north.

Photos 10 through 16 were taken 

at the Nordahl Road station 

construction in Escondido.

11.  Storm drain inlet south of the 

tracks has BMPs that have not 

been maintained.    Photo looking 

south.

12.  Silt fencing has not been 

maintained along the south side of 

the tracks.  Photo looking west.
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13.  Silt fence south of the tracks is 

torn down and unmaintained.  

Photo looking south east.

14.  Silt fence is unmaintained.  

Construction debris and trash is not 

protected from storm water.  Photo 

looking south.

15.  No silt fence is implemented in 

this area.  Construction debris and 

trash is not protected from storm 

water.  Photo looking south.
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16.  Bare soil north of the tracks 

does not have sediment controls or 

soil stabilization.  Photo looking 

east.

Photos 17 through 20 were taken 

along Barham Dr. near the Mission 

Rd intersection on the border of the 

cities of San Marcos and 

Escondido.

17.  Construction trash is not 

protected with BMPs from storm 

water.  Photo looking east.

18.  Sediment controls along the 

perimeter of south Barham drive 

have not been maintained.  Photo 

looking north east.
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19.  A closer view of the poorly 

maintained BMPs in photo 18 

shows that the silt fence and 

fiber roll are flattened.  Photo 

looking north.

20.  Gravel bags along north 

Barham Drive have not been 

maintained.  Photo looking north.

Photos 21 and 22 were taken at 

the southeast corner of Barham

drive and Shelly drive.

21.  A large area of bare soil is 

without soil stabilization.  A storm 

drain inlet sits in the middle of 

this bare area.
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22.  A closer examination of the 

storm drain inlet in photo 21 

shows that the inlet has no 

sediment controls protecting the 

inlet.  Photo looking north east.

Photos 23 and 24 were taken at 

the Palomar station construction 

along Armorlite drive in San 

Marcos.

23.  Storm drain inlet just north of 

Armorlite drive has unmaintained

BMPs.  Photo looking west.

24.  Another view of the inlet in 

photo 23 shows the proximity of 

a portable toilet and silt fencing 

that has been partially removed.  

Photo looking north.
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Photo 25 was taken at the 

storage yard at Mar Vista Drive 

in Vista.

25.  Silt fence around the soil 

stockpiles has not been 

maintained and has fallen down.  

Photo looking south.

Photos 26 through 31 were taken 

at the Melrose Drive station 

construction in Oceanside.

26. This slope north of the tracks 

does not have erosion controls in 

place.  Fiber roll is not trenched 

in place.  Photo looking west.  

27.  Slope south of the tracks 

does not have erosion controls.  

Photo looking north.
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28.  Fiber rolls on the slope in 

photo 27 are not overlapped.  

No erosion controls in place.  

Photo looking west.

29.  Construction exit is 

without BMPs to prevent 

sediment tracking onto the 

adjacent paved area of the 

convenience store.  Photo 

looking north west.

30.  A storm drain inlet near 

the construction exit in photo 

29 is without BMPs and 

sediment is falling into the 

drain.  Photo looking west.
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31.  Construction trash is stored 

outside with no cover or 

containment to prevent contact 

with storm water.  Photo looking 

south.

Photos 32 through 35 were taken 

at the Rancho del Oro station 

construction in Oceanside.

32.  Construction exit is without 

BMPs to prevent sediment 

tracking onto the adjacent paved 

street.  Photo looking west.

33.  Slope adjacent to Loma Alta 

Creek is without erosion controls 

such as bonded fiber matrix or 

erosion control blankets.  Silt 

fence does not extend the length 

of the slope.  Photo looking south 

west.
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34. A storm drain inlet on the 

west side of Rancho del Oro 

Blvd. does not have adequate 

sediment controls and is not 

being maintained.  Photo 

looking south.

35.  Fiber rolls along the east of 

Rancho del Oro Blvd have not 

been maintained and are 

flattened.  Disturbed soil has not 

been stabilized.  Photo looking 

north.

Photos 36 through 39 were 

taken at the College Blvd 

Station in Oceanside.

36.  Slope next to Loma Alta 

Creek does not have erosion 

controls implemented.  Photo 

looking east.
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37.  Sediment tracking from the 

College Station construction onto 

the paved parking lot of the 

shopping center.  Photo looking 

east.

38.  Material stockpiles and 

construction trash are stored 

without cover or containment.  

Photo looking north west.

39.  Slope next to Loma Alta 

Creek pedestrian bridge 

abutment is without erosion 

controls.  Photo looking west.
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